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DEVICE HIGHLIGHTS

Protection in Hazardous Locations: Non-incendive Class |, Division 2, Group A-D, T4 — Certified for use in classified
hazardous work environments where concentrations of flammable gases, vapors, or mists are not normally present
in an explosive concentration (but may actually exist).

Connected and Productive — LTE (also supports CDMA, GSM, and UMTS), Wi-Fi with HD voice, and voice over Wi-Fi.
Push-to-Talk Plus (PTT+)" — Large, tactile PTT+ key and extra-loud speaker.

Two-year Standard Warranty — Made with Japanese quality and precision, backed by a two-year standard
manufacturer’'s warranty.

Work and Play in More Places — Mobile Hotspot and Enterprise email support.

Convenient Design — 2.6” QVGA display and high-contrast LCD mono external display for easy readability in outdoor

conditions. Large, tactile keypad and buttons for easy use with gloved hands and large fingers. Convenient top keys for quick
access to activate speaker phone and end calls. PTT+ key is also programmable for frequently used applications.

DEVICE SPECS

DuraXV LTE at a glance T - 22
Talk Time Up to 8 hours?
Standby Time Up to 18.3 days (440 hours)?
Battery Type 1530mAh Lithium ion (Li-ion)
Display Internal: 2.6" QVGA TFT (240 x 320 pixels)

Operating System ~ AOSP
Military Standard 810G Dust, shock, vibration, temperature extremes, blowing rain, low pressure, solar

External: 1.08 Mono-color High-Contrast transflective LCD (102 x 90 pixels)

radiation, salt fog, and humidity: IPX5/IPX8 water immersion up to 6.5 ft (2 m)?,
for up to 30 minutes; IP6X dustproof

Camera 5MP auto-focus camera with LED flash and video camcorder .
Non-camera version also available 1WA

Chipset MSM8909 1.1GHz x4 Quad-Core

Radios CDMA (BCO, BC1)

4G LTE CAT 4 (Bands 2, 4,5, 13)
GSM/EDGE (Bands 850, 900, 1800, 1900)
UMTS/HSPA-+/DC-HSPA (Bands 850, 900, 1900, 2100)

Connectivity WiFi: 802.11 alb/g/nir/k, 2.4 & 5GHz, Wi-Fi Calling
Bluetooth® connectivity (4.1 + LE/EDR)
Memory 16GB ROM/2GB RAM
microSD™ memory card slot (supports up to 65GB)
Size £21x2.22x0.99in (106.9 x 56.4 x 25.1 mm)
Weight 6.17 0z (175 g)
Operating Temperature -4° F to 140° (-20° C to 60° C)
6.17 0z
AUDIO CARRY SOLUTIONS CHARGING SPECIALTY VEHICLE MOUNTING REPLACEMENT PARTS

1 Additional fees may apply.
2. Times will vary based on user settings, feature use, and network configuration.
3 Phone will not operate under water and should be dried as quickly as possible when wet. To ensure that your phone is waterproof, make sure the battery door is always properly sealed and battery door screw is locked tight.
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